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Mould side

m

Pin-No. Pin-No. Pin-No. Pin-No.

Zone 1: TC + Zone 1: TC +

TC - TC -

Zone 2: TC + Zone 2: TC +

TC - TC -

Mould side

Pin-No. Pin-No.

Zone 1: Load N Zone 1: Load N

Load L Load L

Zone 2: Load N Zone 2: Load N

Load L Load L

straight 

straight straight 

E-Mail Date

Thermocouple cable / Mixed cable

Controller side

Length

 Cable specification for inquiries and orders 

Company Notes

Contact

Phone

HAN E (wide) HAN E (wide)

No. of poles No. of poles

Plug type HAN A (narrow) Plug type HAN A (narrow)

Load N

Load L Load L

To be filled in only 

for mixed cables:

Pin assignment Pin assignment

Load N Load N

Load L Load L

To be filled in only 

for mixed cables:

Double latch Double latch

HAN E (wide) HAN E (wide)

TC type Type J (FeCuNi) 

Type K (NiCrNi) 

Load cable

Controller side

Plug type HAN A (narrow) Plug type HAN A (narrow)

TC type Type J (FeCuNi) 

Type K (NiCrNi) 

Otherwise Otherwise

Single latch Single latch 

Otherwise

Single latch 

Double latch

sidewards 

Otherwise

Single latch 

Double latch

sidewards 

Locking lever Locking lever

Load N

Cable outlet Cable outlet

Locking lever Locking lever

straight

No. of poles No. of poles

Pin assignment Pin assignment

Cable outlet Cable outlet

sidewards sidewards 
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