
MCS HOT RUNNER CONTROLLER

Simply convincing.

Measure

Control

Automate

MCS hot runner controller

Operation via notebook / tablet
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Use Cases

1

2
Company network

1 to 1 connection 
via Ethernet

Via company 
network

Ethernet cable

ETH ETH

3
local network

Wireless 
connection to 

MCS
ETH

WiFi
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Use Cases

4

ETH

Company 2 
network
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ETH

Company 1 
network
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In general - regardless of the application

▪ VNC-Client to be installed
✓ Available as VNC-App

(also called VNC-Viewer)

VNC: 
Virtual Network Computing, or VNC for short, is software that displays the 
screen contents of a remote computer (server) on a local computer (client) 

✓ VNC server included
✓ automatically activated
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In general - regardless of the application

VNC Client / VNC Viewer needs to be installed: www.realvnc.com
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In general - regardless of the application

1st: 
IP-Address must be 
looked up 

In all applications:

2nd: 
The IP-Address has to be 
typed in

COMMUNICATION → ETHERNET → ADDRESSES
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Use case

1 1 to 1 connection 
via Ethernet

Ethernet cable

Step 1:  Connect notebook with MCS using Ethernet cable

Step 2:  Check IP-Address of the MCS
  Communication → Ethernet → Addresses 

Step 3:  Start VNC-Viewer on Notebook
  

New connection

IP-Address of the MCS
Any name

Double Click to start

Password = 123456
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Use case

Step 1:  Connect notebook with Ethernet port 
AND 
connect MCS with Ethernet port

2
Company network

Via company 
network

ETH ETH

Next steps identical to use case 1
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Use case

3
local network

Wireless 
connection to 

MCS
ETH

WiFi

Step 1:  Connect WiFi-Router and MCS via Ethernet cable

Step 2:  Check IP-Address of the MCS
  Communication → Ethernet → Addresses 

Step 3:  Connect Notebook / Tablet via WiFi to the local network

Step 4:  Start VNC-Viewer on Notebook / Tablet
  

Same procedure 
as for use case 1
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Use case

4

ETH

Company 2 
network

Firewall

ETH

Company 1 
network

Firewall

Via the Internet
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Use case 4

General remarks

• Companies hesitate to provide access to their company network

• But it is possible to operate the hot runner controller via Internet

• The company need to provide a public IP-Address

• Usually the IT department needs to be involved

• We have a more detailled description for this use case.
(separate document if needed)
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