[bookmark: _Hlk150179213]MCS6 – 6 Zone Controller
Hot runner controller for 6 zones - type: MCS6

Housing:	Steel sheet, up to 12 zones
Dimensions:	W 386 x H 215 x D 476 mm
Colour:	Housing signal white RAL9003
	Pillar anthracite grey RAL7016
Operation:	7" touch display
Status display:	3-side illuminated LED-strip
Thermocouple:	Fe-CuNi, type „J“
Power:	6 zones à 230VAC/16A/80%ED
Specification:	Europe version (EN)
	star connection / switchable delta connection
Power supply:	230/400VAC, 50/60Hz
Total load:	11KW
Connecting cable:	3m, CEE connector - 3x 16A
Connector:	@@@
Wiring:	@@@
Data interfaces:	1x 9-pin Sub-D, RS485
	1x RJ45, Ethernet
	1x USB-socket
	1x 15-pin Sub-D for digital control inputs
	1x 7-pin alarm socket with isolated relay outputs
Accessory:	Spare parts package
	Operating instructions


MCS12 – 12 Zone Controller
Hot runner controller for 12 zones - type: MCS12

Housing:	Steel sheet, up to 12 zones
Dimensions:	W 386 x H 215 x D 476 mm
Colour:	Housing signal white RAL9003
	Pillar anthracite grey RAL7016
Operation:	7" touch display
Status display:	3-side illuminated LED-strip
Thermocouple:	Fe-CuNi, type „J“
Power:	12 zones à 230VAC/16A/80%ED
Specification:	Europe version (EN)
	star connection / switchable delta connection
Power supply:	230/400VAC, 50/60Hz
Total load:	22KW
Connecting cable:	3m, CEE connector - 3x 32A
Connector:	@@@
Wiring:	@@@
Data interfaces:	1x 9-pin Sub-D, RS485
	1x RJ45, Ethernet
	1x USB-socket
	1x 15-pin Sub-D for digital control inputs
	1x 7-pin alarm socket with isolated relay outputs
Accessory:	Spare parts package
	Operating instructions





MCS18/24 – 18 or 24 Zone Controller
Hot runner controller for @@@ zones - type: MCS@@@

Housing:	Steel sheet, up to 24 zones
Dimensions:	W 386 x H 295 x D 476 mm
Colour:	Housing signal white RAL9003
	Pillar anthracite grey RAL7016
Operation:	7" touch display
Status display:	3-side illuminated LED-strip
Thermocouple:	Fe-CuNi, type „J“
Power:	@@@ zones à 230VAC/16A/80%ED
Specification:	Europe version (EN)
	star connection / switchable delta connection
Power supply:	230/400VAC, 50/60Hz
Total load:	22KW
Connecting cable:	3m, CEE connector - 3x 32A
Connector:	@@@
Wiring:	@@@
Data interfaces:	1x 9-pin Sub-D, RS485
	1x RJ45, Ethernet
	1x USB-socket
	1x 15-pin Sub-D for digital control inputs
	1x 7-pin alarm socket with isolated relay outputs
Accessory:	Spare parts package
	Operating instructions


MCS30/36 – 30 or 36 Zone Controller
Hot runner controller for @@@ zones - type: MCS@@@

Housing:	Steel sheet, up to 36 zones
Dimensions:	W 386 x H 375 x D 476 mm
Colour:	Housing signal white RAL9003
	Pillar anthracite grey RAL7016
Operation:	7" touch display
Status display:	3-side illuminated LED-strip
Thermocouple:	Fe-CuNi, type „J“
Power:	@@@ zones à 230VAC/16A/80%ED
Specification:	Europe version (EN)
	star connection / switchable delta connection
Power supply:	230/400VAC, 50/60Hz
Total load:	22KW
Connecting cable:	3m, CEE connector - 3x 32A
Connector:	@@@
Wiring:	@@@
Data interfaces:	1x 9-pin Sub-D, RS485
	1x RJ45, Ethernet
	1x USB-socket
	1x 15-pin Sub-D for digital control inputs
	1x 7-pin alarm socket with isolated relay outputs
Accessory:	Spare parts package
	Operating instructions








MCS42/120 – 42 to 120 Zone Controller
with external 19” touch monitor
Hot runner controller for @@@ zones - type: MCS@@@

Housing:	Steel sheet, up to 120 zones
Dimensions:	W 500 x H 1160 x D 580 mm
Colour:	Housing signal white RAL9003
	Pillar anthracite grey RAL7016
Operation:	external 19" touch monitor on case cover 
	incl. stand (alternatively wall bracket)
	Connecting cable 1m (optionally 1m, 5m or 10m)
Status display:	3-side illuminated LED-strip
Thermocouple:	Fe-CuNi, type „J“
Power:	@@@ zones à 230VAC/16A/80%ED
Specification:	Europe version (EN)
	star connection / switchable delta connection
Power supply:	230/400VAC, 50/60Hz
Total load:	43KW
Connecting cable:	3m, CEE connector - 3x 63A
Connector:	@@@
Wiring:	@@@
Data interfaces:	1x 9-pin Sub-D, RS485
	1x RJ45, Ethernet
	1x USB-socket
	1x 15-pin Sub-D for digital control inputs
	1x 7-pin alarm socket with isolated relay outputs
Accessory:	Spare parts package



MCS42/120 – 42 to 120 Zone Controller
with internal 10” touch display
Hot runner controller for @@@ zones - type: MCS@@@

Housing:	Steel sheet, up to 120 zones
Dimensions:	W 500 x H 1160 x D 580 mm
Colour:	Housing signal white RAL9003
	Pillar anthracite grey RAL7016
Operation:	10" touch display
Status display:	3-side illuminated LED-strip
Thermocouple:	Fe-CuNi, type „J“
Power:	@@@ zones à 230VAC/16A/80%ED
Specification:	Europe version (EN)
	star connection / switchable delta connection
Power supply:	230/400VAC, 50/60Hz
Total load:	43KW
Connecting cable:	3m, CEE connector - 3x 63A
Connector:	@@@
Wiring:	@@@
Data interfaces:	1x 9-pin Sub-D, RS485
	1x RJ45, Ethernet
	1x USB-socket
	1x 15-pin Sub-D for digital control inputs
	1x 7-pin alarm socket with isolated relay outputs
Accessory:	Spare parts package

